
 

CACHEMIRE BETON BASE

Imitation concrete for a pure and
modern effect

WWW.MATHYSPAINTS.EU

Very good coverage

Nearly odourless

Easy to sandFast-acting

After application Cachemire  beton can be finished off with our Cachemire beton finish protective

varnish or with Cachemire metallic finish for a luminous finish

®



POPIS PRODUKTU (DLHÝ)
Cachemire beton base is a water-based decorative plaster for creating a concrete look for
interiors.

TECHNICAL_DATA
Hustota (g/cm³):  1,15 - 1,20
Obsah pevných látok v
hmotnosti:

 
55 - 59% ( white - blanc- wit )

DRY_TIMES_BY_20
Na dotyk suché:  24 h
Suchý na opätovné natieranie:  24 h
Úplne vytvrdnuté:  24 h

DATA_SAFETY_DATA
Úroveň VOC:  <30 g/l
VOC readymix:  <30 g/l
Kategória VOC:  A/l
Limit VOC:  200 g/l

SKLADOVATEĽNOSŤ
Minimum of 1 year from date of production in unopened cans, if stored in dry, well
ventilated areas, not in direct sunlight at temperatures between 5 and 35°C.
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Rust-Oleum Netherlands B.V.
Zilverenberg 16
5234 GM 's-Hertogenbosch
The Netherlands
T : +31 (0) 165 593 636
F : +31 (0) 165 593 600
info@rust-oleum.eu  

Tor Coatings Ltd (Rust-Oleum Industrial)
Shadon Way, Portobello Ind. Estate
Birtley, Chester-le-Street
DH3 2RE United Kingdom
T : +44 (0)1914 113 146
F : +44 (0)1914 113 147
info@rust-oleum.eu  

Rust-Oleum France S.A.S.
38, av. du Gros Chêne
95322 Herblay
France
T : +33(0) 130 40 00 44
F : +33(0) 130 40 99 80
info@rust-oleum.eu  

N.V. Martin Mathys S.A.
Kolenbergstraat 23
3545 Zelem
Belgium
T : +32 (0) 13 460 200
F : +32 (0) 13 460 201
info@rust-oleum.eu
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